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Construction en MDF
18 mm d’épaisseur
Vibrations limitées, son neutre

Nombreux renforts internes
Limitent les vibrations,

améliorent la solidité du caisson

Page 1/2

Cache en tissu magnétique

Haut-parleur de
210 mm de diamètre

Restitue les hautes fréquences
avec finesse et précision

C a i s s o n  d e  b a s s e  a c t i f  B a s s - r e f l e x

CARACTÉRISTIQUES

RÉFÉRENCES

Type

Puissance

Haut-parleur

Réponse en fréquence (± 3dB)

Filtre subsonique

Fréquence de coupure variable

Veille

Subwoofer actif bass-reflex down-firing

150W RMS Classe D

Grave : 210 mm

35 Hz - 150 Hz

24dB à 20 Hz

50 Hz à 150 Hz

Automatique

Finition

Couleurs

Dimensions

Poids

Conditionnement (unité)

Dimensions

Poids

Façade laquée
Caisson MDF
Placage vinyle

Noir, blanc, noir/noyer

L374 x H350 x P405 mm

16 kg

L445 x H500 x P440 mm

17 kg

EAN (unité) : 3700795190500
SKU : ELIPFSUB8BK

EAN (unité) : 3700795190517
SKU : ELIPFSUB8WN

EAN (unité) : 3700795190494
SKU : ELIPFSUB8WT

NOIR BLANC NOIR/NOYER

Carton brun

Entrées Ligne L/R, LFE
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MODÈLES HOME-CINÉMA

MODÈLES HAUTE-FIDÉLITÉ CONNECTÉE

MODÈLES HAUTE-FIDÉLITÉ

Pourtour en silicone 
sculpté multifacettes

Parfait contrôle
de la directivité

des aigus et meilleur 
recouvrement avec
le registre médium

Double bornier*
Optimisation :

bi-amplification
ou bi-câblage

Façade laquée
double épaisseur

Meilleur amortissement
des vibrations

Filtre répartiteur
à pentes raides

Composants
type audiophile.

Respecte intégralement 
le transfert du signal, 
pour une meilleure 

musicalité

Sensibilité élevée
et impédance stable

Compatible avec
la majorité des 
amplificateurs

Prestige Facet 6B
Enceinte bibliothèque

Prestige Facet 8B
Enceinte bibliothèque

Prestige Facet 14F
Enceinte colonne

Prestige Facet 24F
Enceinte colonne

Prestige Facet 6B BT
Enceinte bibliothèque

Prestige Facet 14F BT
Enceinte colonne

Prestige Facet 11C
Enceinte centrale

Prestige Facet 14C
Enceinte centrale

Prestige Facet SUB8
Caisson de basse

Prestige Facet SUB10
Caisson de basse

Prestige Facet 6ATM
Enceinte Atmos

Prestige Facet 14F ATM
Enceinte colonne Atmos

Prestige Facet 7SR
Enceinte surround

Prestige Facet 34F
Enceinte colonne

*modèles PF6B, PF8B, PF14F, PF24F

G a m m e  d ’ e n c e i n t e s  h a u t e - f i d é l i t é
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B a s s - r e f l e x  a c t i v e  s u b w o o f e r

SPECIFICATIONS

REFERENCES

Finish

Coulours

Packaging (unit)

Dimensions

Weight

Lacquered front panel
MDF box
Vinyl veneer

Black, White, black/walnut

BLACK WHITE BLACK/WALNUT

Brown cardboard

18mm-thick MDF cabinet

Reduced vibrations, neutral soundInternal reinforcement system

Limits vibrations,
improves cabinet firmness

Magnetic cloth grill

8" loudspeaker

Reproduces highs with
subtlety and precision

EAN (unit) : 3700795190500
SKU : ELIPFSUB8BK

EAN (unit) : 3700795190517
SKU : ELIPFSUB8WN

EAN (unit) : 3700795190494
SKU : ELIPFSUB8WT

Type

Power

Loudspeaker

Frequency response (± 3dB)

Subsonic filter

Variable cut-off frequency

Standby mode

Subwoofer actif bass-reflex down-firing

150W RMS Classe D

Woofer : 210 mm

35 Hz - 150 Hz

24dB at 20 Hz

50 Hz to 150 Hz

Automatic
Dimensions

Weight

W374 x H350 x D405 mm

16 kg
Inputs Stereo line level, LFE

W445 x H500 x D440 mm

17 kg
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HOME CINEMA MODELS

HIGH FIDELITY CONNECTED MODELS

HIGH FIDELITY MODELS

Sculpted silicon rim

Excellent directivity of 

high frequencies and 
improved coverage of 

medium frequencies

Dual speaker terminal*

Optimized for
bi-amplification

and bi-wiring

Double-layered front 

panel with glossy finish
Better vibration 

damping

High roll-off

crossover filter
Audiophile components. 
Excellent signal transfer 

for enhanced musicality

High sensitivity and 

stable impedance

Compatible with
most amplifiers

Prestige Facet 6B

Bookshelf speaker
Prestige Facet 8B

Bookshelf speaker
Prestige Facet 14F

Floorstanding speaker

Prestige Facet 24F

Floorstanding speaker

Prestige Facet 6B BT

Bookshelf speaker
Prestige Facet 14F BT

Floorstanding speaker

Prestige Facet 11C

Center speaker
Prestige Facet 14C

Center speaker
Prestige Facet SUB8

Subwoofer
Prestige Facet SUB10

Subwoofer

Prestige Facet 6ATM

Atmos speaker

Prestige Facet 14F ATM

Floorstanding Atmos speaker

Prestige Facet 7SR

Surround speaker

Prestige Facet 34F

Floorstanding speaker

*models PF6B, PF8B, PF14F, PF24F
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www.elipson.com
V3.2 - Update : 6/08/2018 - Specifications could be changed without notice.

Page 2/2


	ELI_PRESTIGE-FACET-SUB8_FT_FR
	ELI_PRESTIGE-FACET-SUB8_FT_UK

